
Abrasive paper, self-fastening (Hook & Loop)

PS 33 BK
  

Properties
Bonding agent Resin

Grain Aluminium oxide

Coating Semi-open

Backing B-paper

Product benefit
Improved abrasive and stock removal performance thanks to special

heat-tempered aluminium oxide abrasive grain - Reduced clogging

thanks to sanding active fillers in the size coat and the semi-open

coating - Outstanding flexibility paired with good stability and tear

resistance thanks to latex impregnated paper backing

Application
Paint/Varnish/Filler J

Wood J

Plastic K

Applications
( Automotive industry

( Wind energy industry

( Aircraft construction

( Wood processing industry

( Craftsman companies

Available grits:

16 24 30 36 40 50 60 80 100 120 150 180 220 240 280 320 360 400 500 600 800 1000 1200 1500 2000 2500 3000

Diameter grain Hole pattern type of coat.abras. Article

number

2 150 Q 0 PS 33 BK 300234

2 180 Q 0 PS 33 BK 284041

2 220 Q 0 PS 33 BK 235230

2 240 Q 0 PS 33 BK 284042

2 320 Q 0 PS 33 BK 231932

3 150 Q 0 PS 33 BK 243111
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Diameter grain Hole pattern type of coat.abras. Article

number

3 180 Q 0 PS 33 BK 212780

3 220 Q 0 PS 33 BK 300315

3 240 Q 0 PS 33 BK 243112

3 280 Q 0 PS 33 BK 303257

3 320 Q 0 PS 33 BK 243113

5 150 Q 0 PS 33 BK 153152

5 180 Q 0 PS 33 BK 150435

5 220 Q 0 PS 33 BK 155143

5 240 Q 0 PS 33 BK 150460

5 280 Q 0 PS 33 BK 236962

5 320 Q 0 PS 33 BK 150461

5 400 Q 0 PS 33 BK 150462

5 600 Q 0 PS 33 BK 239700

5 150 s GLS 19 PS 33 BK 262265

5 180 s GLS 19 PS 33 BK 298362

5 220 s GLS 19 PS 33 BK 262244

5 240 s GLS 19 PS 33 BK 264785

5 320 s GLS 19 PS 33 BK 264786

5 400 s GLS 19 PS 33 BK 264060

5 600 s GLS 19 PS 33 BK 285688

5 150 W GLS 5 PS 33 BK 150760

5 180 W GLS 5 PS 33 BK 147837

5 220 W GLS 5 PS 33 BK 150259

5 240 W GLS 5 PS 33 BK 147838

5 280 W GLS 5 PS 33 BK 304836

5 320 W GLS 5 PS 33 BK 147839

5 400 W GLS 5 PS 33 BK 147644

5 600 W GLS 5 PS 33 BK 175988

6 150 Q 0 PS 33 BK 148375

6 180 Q 0 PS 33 BK 146958

6 220 Q 0 PS 33 BK 149916

6 240 Q 0 PS 33 BK 146959

6 280 Q 0 PS 33 BK 149057

6 320 Q 0 PS 33 BK 146716

6 400 Q 0 PS 33 BK 147108

6 500 Q 0 PS 33 BK 169682
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Diameter grain Hole pattern type of coat.abras. Article

number

6 600 Q 0 PS 33 BK 169683

6 150 T GLS 2 PS 33 BK 148377

6 180 T GLS 2 PS 33 BK 147224

6 240 T GLS 2 PS 33 BK 147280

6 320 T GLS 2 PS 33 BK 147721

6 150 U GLS 3 PS 33 BK 149151

6 180 U GLS 3 PS 33 BK 146948

6 220 U GLS 3 PS 33 BK 149255

6 240 U GLS 3 PS 33 BK 146907

6 280 U GLS 3 PS 33 BK 149978

6 320 U GLS 3 PS 33 BK 147126

6 400 U GLS 3 PS 33 BK 147125

6 150 c GLS 51 PS 33 BK 301928

6 180 c GLS 51 PS 33 BK 304084

6 220 c GLS 51 PS 33 BK 301929

6 240 c GLS 51 PS 33 BK 304815

6 320 c GLS 51 PS 33 BK 301930

6 400 c GLS 51 PS 33 BK 310898

6 150 x GLS 74 PS 33 BK 342045

6 180 x GLS 74 PS 33 BK 340598

6 220 x GLS 74 PS 33 BK 342044

6 240 x GLS 74 PS 33 BK 340599

6 320 x GLS 74 PS 33 BK 342043

6 400 x GLS 74 PS 33 BK 342042

6 600 x GLS 74 PS 33 BK 342041

8-7/8 150 v GLS 38 PS 33 BK 293646

8-7/8 180 v GLS 38 PS 33 BK 293647

8-7/8 220 v GLS 38 PS 33 BK 293648

8-7/8 240 v GLS 38 PS 33 BK 309010
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