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With an impressive 12" resaw capacity
and loads of safety features, the
MI-91500 Wood Bandsaw is among the
finest 14" bandsaws in our inventory.
This heavy-duty saw features a dual
voltage 1.5 horsepower motor, so

you can connect it to a standard 110
volt outlet or run it on 220 volts for
more torque — especially handy if
resawing is your primary application.
That versatility, along with its stable,
one-piece frame and easy-to-set ball
bearing guides, makes the MI-91500
the perfect choice for schools, small
manufacturing shops and serious
woodworking hobbyists.

Features:

« European-style one-piece solid welded frame and dynamically balanced cast-iron wheels
ensure vibration-free operation

- Ball-bearing guide system is easy to set up and delivers smooth, accurate cutting

- Safety foot brake with electrical lock-out allows quick braking in an emergency

« Keyed lock-out mag switch provides added security

« Two speed settings deliver optimal control for a variety of applications

« 220V conversion kit is included for extra torque for resawing

- Cast-iron table, deluxe fence system and cast-iron mitre gauge offer stability and precision

« Two built-in dust collection ports provide excellent dust control

Specifications:

( Motor: 1.5 HP, 110V/220V, 12.5A/7.2A, 1PH Blade length: 112" (2,844 mm) A
Max. cutting depth: 12" (304 mm) Table size: 16" x 20" (406 to 504 mm)
Max. cutting width: 13.5" (342 mm) Table height: 36.5" (927 mm)
Wheel size: 14" (356 mm) Table tilt (right/left):  0°to45°/7°
Wheel speed: 588 RPM & 840 RPM Dust outlets: 2x4" (100 mm)
Blade speed: 2,300 RPM & 3,250 RPM Base dimensions: 25" x 15" (635 x 381 mm)
L Blade width: 1/8" to 3/4" (3 to 19 mm) Weight: 297 lbs (135 kg) )




